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PORT WASHINGTON WATER POLLUTION CONTROL DISTRICT 

 

SUBMITTAL REQUIREMENTS FOR  

NEW GREASE TRAP AND/OR NEW FACILITY 
 

 

Check List 

 

1. Complete an application for General Permit. 

 

2. Submit complete signed and sealed drawings from an Architect or Engineer, licensed in the 

State of New York, including the following information.  (Note that the following information 

is required regardless of whether the plumbing system is new or existing). 

 

a. Restaurant/facility seating capacity. 

b. Restaurant/facility hours of operation. 

c. Proposed plan showing location of the proposed grease trap flow control valve and all 

fixtures connected to the proposed grease trap. 

d. Proposed sanitary plumbing riser diagram. 

e. Manufacturer’s catalog cuts for proposed grease trap and flow control valve including 

manufacturer’s model number, physical dimensions and capacity.  Proposed grease trap 

must be PDI certified. 

f. Manufacturer’s catalog cuts and physical dimensions (LxWxD) of all fixtures connected 

to the proposed grease trap. 

g. Internal Grease Trap Sizing Calculations:  Note, as a minimum, grease trap shall be sized 

using the “PDI” method which calculates the required grease trap flow rate based on 75% 

of the net fixture volumes with a one minute drain time (See Attached Grease Trap Sizing 

Calculations). 

Also, note that each floor drain connected to the grease trap requires an additional 1 gpm 

be added to the required grease trap capacity. 
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